CATS5E STP BULK CABLE

Condusur

calidad que conduce energia

Constructoion
iModel Mo,

Drain wire
Conductor

Insulation
AL Foil

Ripcord
Jacket

INDOOR CATSEFTPEABLE

{Conductor

24AWG D T

!L‘nnﬂuctw material

4P*2*0.51mm

OFC/BC/ CCU/CCAT
iNumtrer of conductor 4,8 Conductors ".,‘
|Shiled FTP(AL foil shielded) N RS
ilmumi_un material New PE HDPE "\ '

}[a:‘ket material

b
-

ROHS/LSZH 75 degree PV

IFli mmability grade

CMXCMG,CPG,CMR MP'R‘__

IDC resistance{Max.) 9.5 100m
IDC Resistance Imbalance 2.50%
Working Capacitance(Max.) 5. AnF/ 100m
lInsulation Resistance 100008 1, km
Transmission Velocity &5%
Operating temperation ~20ta 75T

Technical Performance

Frequency Attenuation
(MHZ) (dB 100m)
1 z
4 4.1
5 5.8
10 6.6
16 8.2
20 9.3
25 10.4
31.25 11.7
62. 5 17
100 22

EL Mext PS5 Mext
d(B) (dB) {db/100m}
20 65.3 ¥ 635
23 56.3 " 54.3
245 52.4 i 505
25 51.3 192
25 193 47.4
25 48.8 6.9
24 45.3 434
23 43 I adas
21 39.2 § 37.2
20 36.3 1344
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