Intermediate Metal Conduit

UL Standard Intermediate Metal Conduit Intermediate metal conduit ,or IMC for short, is a rigid steel electrical

Size 1 1/2" - 4"
Material: Carbon Steel

conduit that is lighter in weight than another ridie conduit. It was designed
specifically to protect insulated eledtrical conductors & cables.

It does work of a similar conduit ,galvanized right conduit (GRC),but with

much less weight & thickness size . by utilizing IMC in areas allowed , you

. Simplify installation can eliminate the need for a heavier wall conduit .

. Save time

. Spend less

. Cost effective IMC has other advantages over GRC ||t has a larger interior diameter than
UL Standard 1242 Galvanized Rigid Conduit and the smoother interior of the pipe allows for

easier wire pulling throught the conduit .

Electrical & Construction

size Cutside Diameter Inside Diameter VVall Thickness Length
insh inch mm inch mim mim feat mm
12" 0.815 20.70 0.660 16.76 1.97 10 3050
374" 1.029 26.28 0.869 22.07 210 10 3050
i 1.280 32.77 1.105 28.07 2.35 10 3050
1-1/4" 1.638 41.59 1.448 3577 2.41 10 3050
1=-1/2" 1.883 47.52 1.883 42.74 2.54 10 3050
2" 2.380 59.93 2150 54.80 2.87 10 3050
2-1/2" 2.875 T2.57 2.557 64 95 a.al 10 3050
3" 3.476 B88.29 3.1786 80.67 3.81 10 3050
3-1/2" 3971 100.86 3671 93 24 3.81 10 3050
4" 4 466 113.44 4.166 105.82 3.81 10 3050
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