
        RG59 Coaxial Cable

 DESCRIPTION  SPECIFICATION

RG59 coaxial cable  Technical Data
PVC Jacket 305m   Characteristics Impedance  75+/- 3 Ohms

  Capacitance Conductor to Shield   53.1 pF/m

 FEATURES    Velocity of Propagation 82%

  ■RG59 Cable  Conductor                              18awg
  ■ High Quality inner  Conductors   Material CCS
  ■ Fire Resistance PVC   Conductor Diameter 0.81
  ■ 305m wooden reel 
  ■ RoHS Compliant

 Insulation                                FPE
 APPLICATION   Material Poly Ethylene

 CATV-community antenna television   AVG. Thickness 1.5mm

 CCTV-closed-circuit television   Insulation Diameter 3.8mm

 DBS-direct broadcasting satellite 

 Construction and installation  Jacket         Fire Rated PVC
  AVG. Thickness 0.9 mm

Attenuation constant   Jacket Diameter 5.8 mm

Frequnency
(Mhz)

Minimun
(Db/100ft)

Maximum
(Db/100ft)

  Color Black

5 0.58 1.90   Marking On Jacket Available
55 1.6 5.25 
83 1.95 6.40  Packing      inner packing 

187 2.85 9.35   305m/wooden reel wooden reel 
211 3.05 10.00   Outer carton Brown Carton
250 3.3 10.82 
300 3.55 11.64 
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