RIEL UNISTRUT - PESADA

Size:41x41mm,41x21mm or1-5/8"x1*5/8"

1-5/8"x13/16” Length:3m or 6m . For use framing ,mounting,load centers and vertical pipe supports
Thickness:1 5mm.2.0mm.2.5mm. . Benficial in creating trapeze for conduit & mechanical piping & for
supporting ducts & cable trays .

. 12-gauge ,pre-galvanized metal

Material: Carbon steel Q235 . 7/8" slot openings

Surface finish :Pre-galvanized, HDG - Trimmable to a shorter length

Slotted Hole(14x28mm,11x25mm, 13x28mm - Assembled Depth(in): 120.0 in

13x25mm) . Assembled Width(in): 1.625 in
. Color ffinish:

Struct channel is designed for framing,
mounting,load centers and vertical pipe
supports.

CaTe

Slatied Plain

Width Helght Thicikness Length Gakanizng
41rmem 41mm 1.8mm I0EDmm Pre-Gal
41mm 41mm 2.0mm A050mim Pre-Gal.
41mm 41mm 25mm I0E0mm Pre-Gal
41mm 21mm 1.5mm A050mem Pre-Gal
41mm Z1mm 2.0mim J0E0mem Pre-Gal
41rmim 21mm 2.5mm 05D Pra-Gal
41mm 41mm 1.5mm A050mim HD.G
41mm 41mm 2.0mm IE0mm HD.G
41mm 41mm 2.5mm 3050mim HD.G
41mim 21mm 1.5mm A0E0mm HD.G.
41mim 21mm 2.0mm A0E0mm HD.G
41mm Z1mm 2.5mm A050mm HD.G
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